
 

 

Driveable/Towable Inspection Checklist 
This form must be completed every 90 days for quality assurance, insurance protection, and to 
ensure the best possible owner and renter experience. 
 

RV information 
Manufacturer   

Model   

Year   

Length   

VIN #   

 

Maintenance  
Maintenance performed status   Date 

Oil change ​(Drivable RVs ONLY)   

Generator service   

Tire inspection   

Brake check   

LP gas check   

Appliance check   

Tune up ​(Drivable RVs ONLY)   

CO2 detector   

Fire extinguisher   

Smoke detector   

Other   

 
 
 
 

 
® 2020 Outdoorsy. All rights reserved. Driveable Inspection Checklist  |   1 



 

 
Fuel, Generator, and Mileage Readings 

Odometer 
(mi/km) 

miles 

Generator (hours)  hours 

Propane   Full                          ¾                          ½                          ¼                        n/a  

Fuel  Full                          ¾                          ½                          ¼                        n/a  

Dumped  Yes                                                   No                                                 n/a  

Tire condition   

Awning condition   

 
 

Step 2: Final Condition Check 
You should now do a final condition check to ensure that the RV is roadworthy. Please check all 
of the following: 
 

☐​ Tire Pressure  ☐​ Windshield Fluid  ☐​ Generator Oil  

☐​ Tire Tread   ☐​ Lights & Turn Signals  ☐​ Transmission Fluid 

☐​ Motor Oil  ☐​ Radiator Fluid  ☐​ Mirrors 

 

 
 
RV owner 
 
Print name:     
 
 
Signature:    Date: 
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